Specifications VAR-3

Mechanical


PART 1 - GENERAL 

1.1
Drawings 

1.1.1 
Submit all required drawings. 

1.2 
Reliability of the technical data 

1.2.1 
Technical data from the catalogues as well as literature from the manufacturers will have to be reliable, based on test results carried out by the manufacturers—or by a third party on their behalf—or by certified independent laboratories which are authorized to certify the conformity of the elements with regards to code 
requirements and the standards in force. 

PART 2 - PRODUCT 

2.1
Counterbalanced damper 
Manufacturing: galvanized steel manufactured elements. 

2.1.1 The counterbalanced damper will be made of galvanized steel inserted or flanged will be used.
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2.1.2 The 16 gauge blades will be manufactured at the plant.

2.1.3 Weather strips blades will be in bulb type EPDM. 

2.1.4 Rod:  Slide Pin 1/2 “ - bolted

2.1.5 Standard bearings:  Self lubrification Nylon  - flange or bronze flange bushings (option)

2.1.6 The pivots connecting each blade will be zinc plated & bushing mounted.

2.1.7 Interior counter-weights install on blades.  Install on side of the blade to make heavy or to make lighter.

2.1.8 The 16ga & 14ga frame will be manufactured at the plant.

2.1.9
The model of the damper will be VAR-3

2.1.9
Acceptable product: Trolec Inc.
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