Specifications HZ245

Mechanical


PART 1 - GENERAL 

1.1
Drawings 

1.1.1 Submit all required drawings. 

PART 2 – PRODUCT

2.1
2 in. extruded aluminium louvers

Manufacturing: extruded aluminium.

2.1.1
The blades of the louvers will be made of extruded aluminium (6063T6) and will be 0.062 in. (1.58 mm) thick. The blades will be attached using zinc-plated screws in the specially made extrusion at an angle of 45º. The blades will be “Z” type for an non-restriction evacuation.

2.1.2 The frames of the louvers will be made of extruded aluminium (6063T6) and they will be 0.072 in. (1.83 mm) thick by 2 in. (50 mm) deep. The frames will be type "H" .

2.1.3
All louvers will feature continuous blades or apparent 
mullions.

2.1.4
Bird-proof screens will be made of moulded, galvanised steel measuring 0.5 in. x 0.5 in. x 0.043 in. (standard) or unfolded 
aluminium measuring 0.5 in. 051F (optional).



2.1.5
All louvers will be custom-made.

2.1.6
All louvers will come in natural finish, in colour (Acrythane 2000), and/or in anodised finish, clear or colour.



2.1.7
The model of the louvers will be HZ-245.

2.1.8
Acceptable product: Trolec Inc.
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