Specifications PENTHOUSE PMW - SERIES 1

Mechanical


PART 1 – GENERAL

1.1
Drawings


1.1.1
Submit all required drawings.

PART 2 – PRODUCT

2.1 Mitered corners aluminium extruded penthouse 

Construction: aluminium extruded louvers (6063-T6), aluminium shaped roof (5005-H14)

2.1.1
All penthouses are made of extruded aluminium louvers (6063-T6) which are selected amongst our variety of Trolec models, either for 2, 4 or 6 inches deep depending on your needs.  

2.1.2
Corners are metered and welded to an interior aluminium extruded angle of 2 X 2 inches. 

2.1.3
The roofs that are inferior to 16 square feet are made of shaped utility aluminium sheet metal and reinforced by a slightly folded middle shaped cross.  

2.1.4
The roofs that are superior to 16 square feet are reinforced with shaped utility aluminium sheet metal “Z” supports which are spaced maximum every 24 inches.

2.1.5
The interior part of the roof is covered with an auto adhesive sponge insulation of 1/8 of an inch.

2.1.6
The contours of the roof are specifically angled for water evacuation.

2.1.7
The base of the penthouse is specifically designed with an extruded aluminium angle of 2 ¾ x 3 inches which recovers the base of the roof with an overlap of ½ inches.



2.1.8
All of our penthouses are custom-made.

2.1.9
Penthouses come in natural finish, painted in colour of your choice (Sico Acrythane 2000) and / or anodized finish, clear or colour.

2.1.10 The model of this penthouse is PMW – SERIES 1 (louver models).

2.1.8 Acceptable product: Trolec Inc. 
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